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Adding robustness to excellent 
performance on demanding 
applications

Our AD Belt M730 Dura 2.0 UHF RFID inlays and tags combine 
excellent performance on different materials with outstanding 
robustness and water resistance, washing and heat resistance, 
vibration, mechanical shock, making them an excellent choice for 
demanding global supply chain and industrial applications in 
harsh environments.

AD Belt M730 Dura 2.0 features thick, semi-stiff thermosetting 
layers attached to both sides of the antenna/IC structure, offering 
effective protection against mechanical and environmental 
stresses without affecting the performance of the underlying 
inlay design. The encasement provides an IP68 rating and is 
ATEX compatible. It has been tested to meet EN60068-2-27 
(mechanical shock) and EN60068-2-6 (vibration) standards. 
Additionally, it has been subjected to wash cycle testing, 
demonstrating resistance up to 60 cycles of 60°C home washing 
and tumble dry, as per ISO6330 and 5A ISO 6330 : 1984 
standards. Moreover, it has been tested for heat transfer, 
enduring 160°C from both sides for 20 seconds.

AD Belt M730 Dura 2.0 provides a level of durability that is 
comparable to hard tags, and is equipped with the M730 IC from 
Impinj.  The IC comes with 128-bit EPC memory and offers an 
enhanced an autotune feature, which helps the AD Belt M730 
Dura 2.0 to work at peak efficiency.

Our inlays and tags are compliant with ISO 9001:2015 Quality 
Management and ISO 14001:2015 Environmental Management, 
which ensure a reliable and state-of-the-art product that meets 
a variety of application needs, enhancing RFID usage for 
difficult-to-tag materials.

AD Belt M730 
Dura 2.0

Frequency Band UHF 860 - 960 MHz

Chip / Chip Attachment Technology Impinj M730 / Direct chip attach (DCA)

Antenna Dimensions 70 x 14 mm / 2.76 x 0.55 in

International Standard ISO 18000-63 EPC class 1 Gen 2
EN60068-2-27
EN60068-2-6
IP68
ISO6330 and 5A ISO 6330 : 1984

Industry Segments Industry
Logistics
Automotive

Applications Supply Chain Management
Inventory and Logistics

RoHS EU Directive 2011/65/EU and 
Directive (EU) 2015/863

REACH Regulation (EC) No. 1907/2006 

Overview

Guide for the marketing text
Please use the Value Proposition / Product Slide content for reference:
Primary Segments
Applications
Use-cases
Value Generating Benefits

Icons to choose from:

Guide for icons
Icons with description texts on the last page. 
Main icon, if applicable, should be added on the front page. 
Plastic free: Pure
Durable: IML, Dura, TexTrace 

NOTE: once confirmation from Femke is received, all products will be recyclable, 
so that can be used (info on the 4th of June 2025)

1st Page: 
Standard 
Products
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Chip / Chip Attachment Technology Impinj M730 / Direct chip attach (DCA)

EPC and User Memory 128-bit and 0-bit

TID Memory 96-bit / 48-bit unique serial number

Product Code IL-612103

Delivery Format Wet - Dura 

Die-Cut Dimensions 73 x 17 mm / 2.87 x 0.67 in

Die-Cut Corner Radius 3 mm / 0.12 inch

Inlay Substrate PET

Face Sheet White PET 50 UL

Adhesive FT1270L

Total Thickness (over chip and release liner) 12.64 mils / 321 microns

Standard Pitch 20 mm / 0.787 in

Web Width 80 mm / 3 in

Core Size 76 mm / 3 in

Quantity / Reel 1,700 pcs/reel

Size of Roll Max OD 12"

Operating Temperature - 40 °C to 85 °C / - 40 °F to 185 °F

On-Metal Non metal

ARC Certificates -

Technical features

*Other product codes available upon request.

Orientation sensitivity Read range

All graphs are indicative: performance in real life applications may vary.

Guide:
- Adhesive: Note, must be internal name i.e. RA2, RA4 etc. 
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© 2025 Avery Dennison Corporation. All rights reserved. The “Making Possible” tagline, Avery Dennison 
and all other Avery Dennison brands, product names and codes are trademarks of Avery Dennison 
Corporation. All other brands or product names are trademarks of their respective owners. Fortune 
500® is a trademark of Time, Inc. Branding and other information on any samples depicted are fictitious. 
Any resemblance to actual names is purely coincidental.

#MakingPossible

Find more label solutions at
rfid.averydennison.com

Durability / Circularity Enable reuse leading to reduction of full environmental impact, impacting the supply chain overall Scope 3 GHG (Greenhouse 
Gas) emissions.

Sustainability features

Guide for Sustainability Features table:
Remove all rows not applicable

● Plastic Free: Pure/Pure 95 only
● Recyclability - Paper & Cardboard: 

○ EU - Applies to all products
○ US - Additional tests pending, therefore applicable only for Pure/Pure 

95 for now
○ WMU - Pure / Pure 95 only
○ H2R  - Pure / Pure 95 only

● Recyclability - PET Plastics: ER product Line only
● Recyclability - Textiles: TBC
● Industrial Compostability: Terra Line only
● Durability: Analyze/Test proof details required and to be added case-by-case
● Recycled Content 
● Material Reduction: Calculation proof needed, under the condition that we 

must be able to have certification of vendor statement in place to proof 
(substantiate) the claim, otherwise remove 

● Responsible Sourcing: applies to all products containing paper components

Guide for Sustainability Features icons:
Remove all icons not applicables

For more information, please visit the Avery Dennison sustainability page.
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https://rfid.averydennison.com/en/home/about-us/sustainability.html

